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lestatiSanas pamaciba

Saja pamaciba ir aprakstits, ka iestatit printera draiveri operétajsisttmam Windows 7,
Windows Vista un Windows XP.

Pirms $is programmaturas lietosanas

Pirms printera draivera lietosanas izlasiet failu “Readme”.
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Satura raditajs

Printera konfigurés$ana ........cccoevcvversninniscnsacnnnn.
Cilnes [Main] iestatijumi ........c.coeeeeereecrernererrecnnne
Cilnes [Density Adjust] iestatijumi ..........c.cececeeee.
Cilnes [Message] iestatijumi

Pazinojumu saraksts .......cccceveiveirenininiinicesaceenas

Microsoft un Windows ir Microsoft Corporation
registrétas precu zimes.

Citi $aja pamaciba minétie uznémumu nosaukumi un
produktu nosaukumi ari ir precu zimes un registrétas
precu zimes.
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Ekranos, kas tiek izmantoti, lai aprakstitu iestatianu $aja
pamaciba, tiek pienemts, ka printeris UP-D711MD tiek
izmantots Windows 7 vidé. Plagaku informaciju par
iestatijumiem skatiet printera lieto$anas instrukcijas un
$aja rokasgramata.

Printera konfiguresana

Pirms sakat drukaganu no programmam, varat atvert
printera UP-D711MD jestatijumu ekranu un konfigurét
dazadus iestatijumus.
Testatiet printeri $ada vide.
* Displeja iz8kirtspéja lielaka neka SVGA (800 x 600)
* Ekrana rakstzimju lielums atbilst nokluséjuma
iestatijumam.
Windows XP: Normal size (96 DPI)
Windows Vista: Default scale (96 DPI) - fit more
information
Windows 7: Smaller - 100% (default)

Iestatijumu ekranu var atvért, izmantojot kadu no $im

metodém.

* Izvélné [Start] atlasiet [Devices and Printers]
([Control Panel], péc tam [Printer] operétajsistéma
Windows Vista vai [Printers and Faxes]
operétajsisttma Windows XP). Atlasiet printera Sony
UP-D711MD ikonu un péc tam noklikskiniet ar peles
labo pogu, lai atlasitu [Printing preferences]
(Windows Vista komandjosla atlasiet [Select printing
preferences]; Windows XP izvélné [File] atlasiet
[Printing preferences]). Seit atlasitie iestatijumi parasti
tiek izmantoti ka printera UP-D711MD nokluséjuma
iestatljumi. Ta¢u prieksroka var tikt dota dazu
lietojumprogrammattiru nokluséjuma iestatijumiem.

* Programmas izvélné [File] noklikskiniet uz
komandas, kas tiek izmantota printera iestatijumu
atlasei. Sadi atlasitie iestatijumi ir speka tikai tik ilgi,
kamér programma ir atvérta.

Saja pamaciba ir aprakstitas cilnes, kas ir redzamas
printera UP-D711MD iestatljumu ekrana.

Cilne [Main]

Pielago drukasanas pamatiestatijumus, pieméram,
papira lielumu, papira tipu, drukas kopiju skaitu.

Cilne [Density Adjust]
Pielago drukajamo attéla blivumu.

Cilne [Message]

Iestata displeja iestatijumus, kas ir saistiti ar pazinojumu
dialoglodziniem.

Printera konfigurésana
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Cilnes [Main] iestatijumi

Si cilne tiek izmantota drukaganas pamatiestatijumu
veiksanai.

| =1 Sony UP-DTLIMD Printing Preferences =

Main | Density Adjust | Message |

PaperSize:  |BO6x1106 |
Paper Type: \HG v‘ A
Copies: 1
Scaling: 100 = op

Orientation
[¥ High Speed Print Made
= Portrait
|| Enlarge to Paper

@ Landscape

Interpofation Method: |Bilinear >
[¥] Auto Post Feed Mode 8 Normal

Once every 1 = Shests
Reverse

[} Print with Information

Load | | Save | | About | ‘Resture De'mults‘

Paper Size

Izvélieties papira lielumu.

Vienums Apraksts

596 x 896 50,4 mm x 75,7 mm
672 x 896 56,8 mm x 75,7 mm
896 x 896 75,7 mm x 75,7 mm
896 x 1196 75,7 mm x 101,1 mm
896 x 2688 75,7 mm x 227,1 mm
Paper Type

Atlasa iestatito papira tipu. Papira tipa un lieluma
iestatijumi ir $adi.

Paper type Paper size
S UPP-84S
HG UPP-84HG
Copies

Atlasiet drukajamo kopiju skaitu (1-255).

Scaling

Atlasiet palielinajuma vai samazinajuma koeficientu
(25%-400%). Lai mainitu attéla iestarpinasanas metodi,
izvelieties talak iestatijumu [Interpolation Method].
Opciju [Enlarge to Paper] nevar izmantot kopa ar $o
funkciju.

High Speed Print Mode

Atziméjiet $o izvéles lodzinu, lai drukatu atrdarbigas
drukasanas rezima.

Enlarge to Paper

Ja attéla lielums ir mazaks par papira lielumu, attéls tiek
automatiski palielinats atbilstos$i papira lielumam. Lai
mainitu attéla iestarpinasanas metodi, izvélieties talak
iestatijumu [Interpolation Method]. [Scaling] nevar
izmantot ar $o funkciju.

Interpolation Method

Atlasiet attéla iestarpinasanas metodi ([Bilinear],
[Nearest Neighbor]).

Auto Post Feed Mode

Iestata papira padevi (isa/gara). Atziméjot So izvéles
ratinu, tiek iestatita garaka papira padeve péc
drukasanas. Izmantojot garaku papira padevi, papirs tiks
padots lidz nogriesanai paredzétajai vietai, nenospiezot
pogu FEED.

Atziméjiet $o izvéles ratinu, lai papirs péc drukasanas
pabeigganas tiktu nogriezts. Ja tiek drukatas vairakas
lapas, tiek palielinatas piemales starp attéliem. Ja §1
rutina ir atziméta, var iestatit opciju [Once every __
Sheets].

Ja §iizveéles rutina nav atzimeéta, tiek iestatita isaka papira
padeve péc drukasanas. Iznemiet atzimi no $is ratinas,
lai drukatu vairakas lapas un samazinatu piemales.

Izmantojot isu papira padevi, nospiediet pogu FEED, lai
péc padeves nogrieztu papiru. Ja papirs tiek nogriezts,
nenospiezot pogu FEED, attéls var tikt pargriezts uz
pusém.

Once every __ Sheets

Varat iestatit vértibu, cik bieZi lietot garo papira padevi.
Isa padeve tiek lietota, lidz tiek izdrukats iestatitais lapu
skaits, péc tam tiek lietota gara papira padeve.

Skaits tiek atiestatits, kad izdrukato lapu skaits sasniedz
sakotnéji iestatito vértibu. Skaits tiek atiestatits ari tad, ja
tiek ieslégts printeris, tiek nospiesta poga FEED, tiek
mainits drukajamo kopiju skaits vai drukasana tiek
atcelta.

Printera konfigurésana
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(1. piemérs) lestatita vértiba ir 1:
gara piemale

@ @ O] O) @

Apvilktie skaitli apzimé skaititaju.
(2. piemers) Iestatita vértiba ir 3, tiek drukatas 6 lapas:
¢ Bez atiestatiSanas

gara piemale

ORENONENO) ORENONENO)

Apvilktie skaitli apzime skaititaju.

* Ja péc otras lapas izdrukasanas notiek atiestatisana.

Skaititajs tiek atiestatits. gara piemale

y Y

ORENONENORENCEENO) O]

Apvilktie skaitli apzimé skaititaju.

Print with Information

Atziméjiet $o rutinu, lai drukatu attélus un zem $iem
attéliem drukatu ari sakotnéji iestatito cilnes [Density
Adjust] vértibu datus.

Katra sakotnéji iestatita vértiba tiek izdrukata ar $adam
notacijam.

Vienums Notacija
GAMMA GAM
Advanced ADV
Dark DARK
Light LIGHT
Sharpness SHARP
Orientation

Atlasa attélu orientaciju. Drukajot attélu portreta
izmeéra, atziméjiet lodzinu [Portrait], savukart ainavas
tipam atziméjiet lodzinu [Landscape]. Atziméjiet
lodzinu [Reverse], lai drukatu attélu, kas ir pagriezts par
180 gradiem.

Drukas rezultati var at$kirties atkariba no
lietojumprogrammataras. Skatiet rezultatu, izdrukajot
attélu(s).

Load

Lauj ieladét saglabatos iestatijumus.

Save

Lauj saglabat pasreizéjos iestatijumus.

About

Parada informaciju par draivera versiju.

Restore Defaults

Nospiezot uz cilnes [Main], visiem iestatijumiem tiek
atjaunotas to nokluséjuma vertibas.

Cilnes [Density Adjust] iestatijumi

Pielago attéla blivumu. Korekcija tiek paradita blivuma
diagramma iestatijumu ekrana augséja, labaja stari un
gradacijas josla. Ta¢u sakotnéji iestatitas [GAMMA]
vertibas efekts netiek paradits.

Blivuma diagrammas vertikala ass parada faktiski
izdrukata attéla blivumu, kur auggéjais ierobezojums
attiecas uz baltas krasas blivumu, bet zemakais — uz
melnas krasas blivumu.

Horizontala ass parada attéla datus, kur augséjais
ierobezojums attiecas uz baltas krasas datiem, bet
zemakais — uz melnas krasas datiem. Gradacijas josla
parada faktisko blivumu, nevis vertikalas ass vértibu
blivuma diagramma.

1% Sony UP-D7LIMD Printing Preferences (==
|[Main | Density Adiust | Message |

GAMMA: ‘ TOMEZ -

Adyanced: {J b

Dark: {J 0

Light: I_j i}

Sharpness: J 2

| Restore Defaults |
ok | [ ceneel |[ ooy |

Printera konfigurésana



GAMMA

Atlasa pustona gradacijas intensitati.

Vienums Paskaidrojums
TONE1 Gaisaks par standartu
TONE2 Standarts

TONE3 Izteikta gradacija
TONE4 Vija gradacija
Advanced

Velciet slidni, lai atlasitu gradacijas limeni. Jo lielaka
atlasita vértiba, jo tumsaka gradacija. Gradaciju var
pielagot uz kadu no 65 vértibam. Standarta vértiba ir 0.
Pielagojamais diapazons ir no -32 lidz +32.

Dark

Velciet slidni, lai pielagotu attéla tumsas dalas. Jo lielaka
ir atlasita vertiba, jo tumsakas bus attéla tumsas dalas.
Gradaciju var pielagot uz kadu no 129 vértibam.
Standarta veértiba ir 0. Pielagojamais diapazons ir no -64
lidz +64.

Light

Velciet slidni, lai pielagotu attéla gaisas dalas. Jo lielaka ir
atlasita vértiba, jo gaiSakas bus attéla gaisas dalas.
Gradaciju var pielagot uz kadu no 129 vértibam.
Standarta veértiba ir 0. Pielagojamais diapazons ir no -64
lidz +64.

Sharpness

Velciet slidni, lai pielagotu attéla kontaras. Jo lielaka ir
atlasita vértiba, jo izteiktakas bius attéla kontaras.
Gradaciju var pielagot uz kadu no 15 vértibam.
Standarta vértiba ir 2. Pielagojamais diapazons ir no 0
lidz 14.

Restore Defaults

Nospiezot uz cilnes [Density Adjust], visiem
iestatijumiem tiek atjaunotas to nokluséjuma vértibas.

Cilnes [Message] iestatijumi

Iestata displeja iestatijumus, kas ir saistiti ar pazinojumu
dialoglodziniem.

Pazinojumu dialoglodzini tiek paraditi, kad, pieméram,
printera UP-D711MD darbiba rodas kladas.

Pastav standarta izméru dialoglodzin$ un mazu izméru
dialoglodzins. Standarta pazinojuma dialoglodzins
parada printera kladas statusu un noradijumus kladas
novérsanai. Mazais pazinojuma dialoglodzin$ parada
vienkarsus noradijumus (vienu teikumu) kladas
noveérsanai.

Plasaku informaciju par katru zinojumu skatiet sadala
“Pazinojumu saraksts” (7. Ipp.).

| 1= Sony UP-DT11MD Printing Preferences @

[main [ pensity Adjust | Message

[} Displey the Messzge

Position

[F] Adjust the Display Postion

Size

[FlUse the Simple Dialog Bax

| Restore Defaults |

ok | [ ceneed |[ appy |

Display the Message

Testatiet stavokli ON/OFF, lai paraditu pazinojuma
dialoglodzinu.

Ja izvéles rutina ir stavokli OFF, cilné [Message] nevar
iestatit citus iestatijumus.

Adjust the display position

Atlasiet So izvéles ratinu, lai pielagotu pazinojumu
dialoglodzinu novietojumu. Pazinojuma dialoglodzing
tiek paradits vieta, kuru nosaka noraditas [Horizontal]
un [Vertical] iestatijumu veértibas.

Nokluséjuma iestatijums: izvéles rutina [Adjust the
Display Position] nav atziméta. (Standarta pazinojuma
dialoglodzins tiek paradits displeja centra, savukart
mazais pazinojuma dialoglodzins tiek paradits displeja
augséja, kreisaja stari.)

Printera konfigurésana
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Horizontal, Vertical

Sie iestatijumi tiek iespéjoti, ja ir atziméta izvéles ritina
[Adjust the Display Position]. Ievadiet displeja
novietojuma koordinatas (pazinojuma dialoglodzina
augséja, kreisa stira atradanas vietu).

Pazinojuma dialoglodzins tiek paradits vieta, kuru
nosaka $eit noraditas veértibas.

Test

Parbaudiet atra$anas vietu, kur displeja vai ekrana tiek

paradits pazinojuma dialoglodzins. Testa dialoglodzing
tiek paradits atrasanas vieta, ko nosaka [Horizontal] un
[Vertical] iestatijumi.

Use the Simple Dialog Box

Atlasiet $o izveéles ratinu, lai paraditu mazaku izméru
pazinojuma dialoglodzinus.

Restore Defaults

Atjauno visu cilnes [Message] iestatijumu nokluséjuma
veértibas.

Pazinojumu saraksts

Var tikt paraditi $adi pazinojumi. Novérsiet problémas,
izpildot pazinojuma sniegtos noradijumus. Plagaku
informaciju par problému novérsanu skatiet ierices
UP-D711MD lietosanas instrukcijas un $aja
rokasgramata.

Standarta pazinojuma
dialoglodzins

Mazs pazinojuma
dialoglodzins

No thermal paper. Please set
the thermal paper. To continue
printing, click “Retry.”
Windows will automatically
retry after 5 seconds.

Set thermal paper.

Now, Feeding. Please wait. To | Please wait.
continue printing, click
“Retry.” Windows will
automatically retry after 5
seconds.

Door is open.Please close the | Close door.
door. To continue printing,
click “Retry.” Windows will
automatically retry after 5

seconds.

Now regulating the head Please wait.
temperature of the printer.
Please wait. To continue
printing, click “Retry.”
Windows will automatically
retry after 5 seconds.

Mechanical error. Printing has
been aborted. Please turn off
the printer, then turn it back on
and print again.

Restart printer.

Printer is not ready. Make sure | Check printer.
the printer is plugged in to a
power source and the printer
cable is correctly connected.
To continue printing, click
“Retry.” Windows will
automatically retry after 5
seconds.

Pazinojumu saraksts
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