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Ekrani, kas $aja pamaciba izmantoti, aprakstot
iestatiSanu, attiecas uz printeri UP-991AD/UP-971AD,
kas tiek lietots operétajsistémas Windows 7 vide.
Papildinformaciju par iestatijumiem skatiet printera
lieto$anas instrukcijas, kas pievienotas $ai
rokasgramatai.

Printera konfiguresana

Pirms drukajat no lietojumprogrammam, varat atvert
UP-991AD/UP-971AD iestatianas ekranu un
konfigurét dazadus iestatijumus.
Ja izmantojat operétajsisttmu Windows 8, Windows 7,
Windows Vista vai Windows XP, iestatiet printeri $ada
vide.
* Displeja iz8kirtspéja vairak par SVGA (800 x 600)
* Ekrana nokluséjuma rakstzimju lielums.
Windows XP: parasta lieluma (96 DPI)
Windows Vista: nokluséjuma mérogs (96 DPI) - var
ieklaut vairak informacijas
Windows 8, Windows 7: mazakas - 100%
(nokluséjums)

Varat atvért iestatijumu ekranu, izmantojot kadu no

talak minétajiem panémieniem.

* Izvélné [Start] atlasiet [Devices and Printers]
([Control Panel], tad [Printer] operétajsistéma
Windows 8; [Control Panel], tad [Printer]
operétajsistéma Windows Vista; [Printers and Faxes]
operétajsisttma Windows XP). Atlasiet printera Sony
UP-991AD/971AD ikonu, tad ar peles labo pogu
atlasiet [Printing preferences] (to pasu veiciet
operétajsisttma Windows 8; [Select printing
preferences] operétajsistémas Windows Vista
komandjosla; [Printing preferences] operétajsistémas
Windows XP izvélné [File]). Seit veiktie iestatijumi
parasti tiek lietoti ka printera UP-991AD/UP-971AD
nokluséjuma iestatijumi. Tomér daziem
programmaturas lietojumprogrammas nokluséjuma
iestatljumiem var bat lielaka prioritate.

* Lietojumprogrammas drukas iestatijumu ekrana
noklikskiniet uz printera iestatijumu veikSanas
komandas. Sadi veikti iestatijumi bits derigi tikai lidz
lietojumprogrammas aizvér$anai.

Saja pamaciba aprakstitas cilnes, kas paradas
UP-991AD/UP-971AD iestatijumu ekrana.

Cilne [Main]

Pielago pamata drukas iestatijumus, pieméram, papira
izmérus, drukas kopiju skaitu u. c.

Cilne [Density Adjust]
Regulé drukajamo attélu blivumu.

Cilne [Settings]
Atlasa, vai izmantot printera iestatijumu vai printera
draivera iestatijumu.

Cilne [Message]

Testata attélosanas iestatijumus atbilstosi zinojumu
dialoglodziniem.

Printera konfigurésana
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Cilnes [Main] iestatijumi Drukas rezultatu piemérs

So cilni izmanto pamata drukas iestatijumu veiksanai. | | Drukasanas apgabals

Main | Density Adjust | Settings | Message | Attéla apgabals

Paper Size 34142560 i

Copies Lise the Printer's setting Piemalu apgabals

Scaling 00 e
«——— 200mm +

Enlarge to Paper LUge the Printer's setiing ‘
1

Interpolation Method | Bilinear
Crientation

Split screen no division - ‘ @ Portrait

- . ) Landsca
Sereen order oosswise s

_ | Print Now

267 mm

LoadScttings... | | SaveSettoss.. | | About. | [RestoreDefaults

Paper Size v

Atlasiet papira izmérus.
3414 x 2560 (fikséts)

Izmérs (punkti) Izmérs (garums)
1920 x 2560 150 x 200 mm - 200 mm >
2560 x 2560 200 x 200 mm
3414 x 2560 267 x 200 mm
7680 x 2560 600 x 200 mm
3414 x 2560 (fikséts) | 267 x 200 mm

Atlasot opciju 3414 x 2560 (fikséts), tiek fikséti papira
izmeri (drukasanas apgabals tiek fikséts uz

267 x 200 mm). Ja drukajamais attéls ir mazaks par
drukasanas apgabalu, attéla aug$puseé, apakspusé, Iznemot opciju 3414 x 2560 (fikséts)
kreisaja un labaja puse tiek pievienotas piemales.

Atlasot izmérus, kas atskirigi no 3414 x 2560 (fikséts),

papira garums mainisies atkariba no drukajama attéla Copies

lieluma. Ja drukajamais attéls ir mazaks par drukasanas Atlasiet drukajamo kopiju skaitu (no 1 lidz 10).
apgabalu, piemales tiks pievienotas tikai attéla kreisaja

un labaja pusé. Papirs tiek apgriezts atbilstosi augs$éjo un m

apakséjo piemalu garumam. o ) o ) )
Ja cilné [Settings] atzimésit izvéles ratinu [Copies], tiks

m lietots printera iestatijums. Lai izmantotu printera
draijvera iestatljumu, cilné [Settings] notiriet izvéles
Atkariba no lietojumprogrammas papirs var netikt ritinu [Copies] un veiciet iestatijumu $eit.
apgriezts.
Scaling

Atlasiet palielindjuma vai samazinajuma attiecibu (no
25% lidz 400%).

Printera konfigurésana 4



Enlarge to Paper

Atziméjiet $o izvéles ratinu, lai automatiski palielinatu
Izmantojot iestatijumu [Interpolation Method],
iespéjams noradit interpolacijas panémienu, ko izmanto
drukas palielinasanai atbilsto$i papira izmériem.

Ja cilné [Settings] atzimésit izvéles ratinu [Enlarge to
Paper], tiks lietots printera iestatijums. Lai izmantotu
printera draivera iestatijumu, cilné [Settings] notiriet
izvéles rutinu [Enlarge to Paper] un veiciet iestatijumu
Seit.

Interpolation Method

Nosakiet interpolacijas panémienu, kas tiek lietots,
mainot attélu lielumu.

Ar $o iestatljumu noteiktais interpolacijas panémiens
tiek lietots, mainot attélu lielumu sadalita ekrana reZima
drukasanai vai attélu palielinasanai atbilstosi papira
izmériem.

Pieejamie iestatijumi ir $adi: [Bilinear] un [Nearest
Neighbor].

Split screen

Izmantojiet o opciju, lai noteiktu uz vienas lapas
drukajamo attélu skaitu.

Pieejamie iestatijumi ir $adi: [no division], [2 division],
[2 division with frame], [4 division] un [4 division with
frame].

Sadalita ekrana iestatljumus un pasreizéja drukas attéla
izkartojumu var apskatit displeja. Katram dalita ekrana
attélam to atsevisko attélu apgabali, kas jau ir izvietoti,
redzami gaisi zala krasa, bet atzime V¥ norada nakama
attéla poziciju. Uz sadalito attélu izvietojuma secibu
norada ari bultina.

Sadalita ekrana rezima drukasanas laika atteéli tiks
drukati saskana ar atlasito iestatjjumu [Interpolation
Method].

Screen order

Izmantojiet So opciju, lai 4 dalas sadalita ekrana rezima
drukasanas laika noteiktu attélu novietojuma kartibu.
Ja opcija [Split screen] ir iestatita uz [4 division] vai [4
division with frame], §im iestatijumam varat atlasit
[crosswise] vai [lengthwise].

Turpmakajos pieméros redzams, ka tiek paradits attéls,
kas atrodas pa labi no iestatijumiem, kad cilné [Main]
tiek veiktas iestatijumu [Orientation] un [Split screen]
izmainas, ka ari sadalita ekrana attéla izvietoto attélu
skaita izmainas.

Atkariba no izmantotas lietojumprogrammas drukas
rezultati var mainities pat tad, ja printera UP-991AD/
UP-971AD iestatijumi ir tadi pasi. Izdrukajiet attélu, lai
apskatitu faktisko rezultatu.

1. piemers. Orientation: Landscape, Split screen:
no division

2. piemérs. Orientation: Landscape, Split screen: 2
division, positioned images: 0

3. piemérs. Orientation: Landscape, Split screen: 4
division, positioned images: 1

v

4, piemers. Orientation: Portrait, Split screen: 2
division, positioned images: 0

5. piemérs. Orientation: Portrait, Split screen: 4
division with frame, positioned
images: 0

Printera konfigurésana
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6. piemérs. Orientation: Portrait, Split screen: 4
division with frame, positioned
images: 2

Print Now

Atzimeéjot $o izvéles ratinu (kad izmantojat sadalita
ekrana funkciju, lai uz vienas lapas izdrukatu vairakus
attélus), drukasana saksies uzreiz péc drukasanas
komandas izpildes.

Ja §1 izvéles rutina netiek atziméta, drukasana nesaksies,
lidz neizpildisit drukasanas komandu katrai sadalita
ekrana pozicijai, kas noteikta iestatijuma [Split screen].
Ja opcija [Split screen] ir iestatita uz [no division], §1
izvéles rutina tiek atspéjota un tas iestatijumu nevar
mainit.

Orientation

Drukas orientacijai atlasiet [Portrait] vai [Landscape].

Load Settings

No faila tiek ieladétas saglabatas iestatiSanas
konfiguracijas.

Save Settings

Saglaba visas drukas iestatiSanas konfiguracijas faila.

About

Parada §i printera draivera versijas informaciju.

Restore Defaults

Atjauno visus cilnes [Main] iestatijumus uz nokluséjuma
iestatljumiem.

Cilnes [Density Adjust] iestatijumi

Regulé attéla blivumu. Regulé$ana ir redzama blivuma
diagramma un gradacijas josla iestatisanas ekrana
aug$puseé pa labi. Tacu opciju [Gamma] un [Sharpness]
ieprieks iestatito vértibu devums netiek atspogulots.
Blivuma diagrammas vertikala ass attélo pasreiz drukata
attéla blivumu, kur augséja robezvértiba attiecas uz
baltas krasas blivumu, bet apakséja — uz melnas krasas
blivumu.

Horizontala ass parada attéla datus, kur augséja
robezveértiba attiecas uz baltas krasas datiem, bet
apakséja robezvértiba — melnas krasas datiem.
Gradacijas skala rada nevis blivuma diagrammas
vertikalas ass vértibu, bet gan faktisko blivumu.

=t Sony UP-831AD/971AD Printing Preferences @
!Mam | Density Adjust !Sethngs LMESSEQEJ
Gamma: Use the Printer's setting
Tone: Use the Printer's setting
Dark: ] o
Light: (i} o
Sharpness: LUse the Printer's setting
| Restore Defaults |
oK | cancel |

GAMMA

Atlasa pustonu gradacijas intensitati.
Ja attéla ir daudz melnu vai baltu apgabalu, reguléjot $o
iestatijumu, var padarit $os apgabalus skaidrakus.

Vienums Skaidrojums

TONEL1 Standarts

TONE2 Kad tiek drukats attéls, kura ir daudz
baltu apgabalu (miksts tonis)

TONE3 Kad tiek drukats attéls, kura ir daudz
melnu apgabalu (ciets tonis)

Ja cilné [Settings] atzimésit izvéles ratinu [Gamma], tiks
lietots printera iestatijums.

Lai izmantotu printera draivera iestatijumu, cilné
[Settings] notiriet izvéles rutinu [Gamma] un veiciet
iestatijumu Seit.

Printera konfigurésana
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Tone

Velciet slidni, lai atlasitu gradacijas limeni. Jo lielaka
atlasita vértiba, jo tumsaka gradacija. Gradaciju ir
iespéjams regulét, izmantojot kadu no 65 vértibam.
Standarta vértiba ir 0. Regulé$anas diapazons ir no -32
lidz +32.

Ja cilné [Settings] atzimésit izvéles ratinu [Tone], tiks
lietots printera iestatijums.

Lai izmantotu printera draivera iestatijumu, cilné
[Settings] notiriet izvéles ratinu [Tone] un veiciet
iestatijumu Seit.

Dark

Velciet slidni, lai pielagotu attéla tumsas dalas. Jo lielaka
atlasita vértiba, jo tumsakas klis attéla tumsas dalas.
Gradaciju ir iespéjams regulét, izmantojot kadu no

129 vértibam. Standarta vértiba ir 0. Regulésanas
diapazons ir no -64 lidz +64.

Light

Velciet slidni, lai pielagotu attéla gaisas dalas. Jo lielaka
atlasita vértiba, jo spilgtakas klas attéla gaisas dalas.
Gradaciju ir iespéjams regulét, izmantojot kadu no
129 vértibam. Standarta vértiba ir 0. Regulésanas
diapazons ir no -64 lidz +64.

Sharpness

Velciet slidni, lai pielagotu attéla kontiras. Jo lielaka
atlasita vértiba, jo asakas klas attéla malas. Gradaciju ir
iespéjams regulét, izmantojot kadu no 15 vértibam.
Standarta vértiba ir 0. Regulésanas diapazons ir no 0
lidz 14.

Ja cilné [Settings] atzimésit izvéles ratinu [Sharpness],
tiks lietots printera iestatljums.

Lai izmantotu printera draivera iestatljumu, cilné
[Settings] notiriet izvéles ritinu [Sharpness] un veiciet
iestatijumu Seit.

Restore Defaults

Nospiezot cilni [Density Adjust], visi iestatijumi tiks
atjaunoti uz nokluséjuma iestatijumiem.

Cilnes [Settings] iestatijumi

Atlasiet, vai katram vienumam izmantot printera
iestatijumu vai printera draivera iestatijumu.

| =t Sony UP-831AD/971AD Printing Preferences @

!Mam !_Danswty Ad]ust! Settings !_Message_l

Enabling the Printer's settings

[7] Copies

[ Erlarge to Paper
[¥] Gamma

:‘ | Tone

[¥] sharpness

| Restore Deﬁaulil

[ o [ ganeel |

Copies

Atziméjiet $o izvéles ratinu, lai izmantotu printera
iestatijumu. To darot, tiks atspéjots ari cilnes [Main]
iestatijums [Copies].

Lai atkal lietotu cilnes [Main] iestatijumu [Copies],
notiriet $o izvéles ratinu.

Enlarge to Paper

Atziméjiet $o izvéles ratinu, lai izmantotu printera
iestatijumu. To darot, tiks atspéjots ari cilnes [Main]
iestatijums [Enlarge to Paper].

Lai atkal lietotu cilnes [Main] iestatijumu [Enlarge to
Paper], notiriet $o izvéles rtinu.

Gamma

Atziméjiet $o izvéles ratinu, lai izmantotu printera
iestatijumu. To darot, tiks atspé&jots ari cilnes [Density
Adjust] iestatijums [GAMMA].

Lai atkal lietotu cilnes [Density Adjust] iestatijumu
[GAMMA], notiriet $o izvéles ratinu.

Tone

Atziméjiet $o izvéles ratinu, lai izmantotu printera
iestatijumu. To darot, tiks atspéjots ari cilnes [Density
Adjust] iestatijums [Tone].

Lai atkal lietotu cilnes [Density Adjust] iestatijumu
[Tone], notiriet o izvéles ratinu.

Printera konfigurésana
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Sharpness

Atziméjiet $o izvéles ratinu, lai izmantotu printera
iestatijumu. To darot, tiks atspéjots ari cilnes [Density
Adjust] iestatijums [Sharpness].

Lai atkal lietotu cilnes [Density Adjust] iestatijumu
[Sharpness], notiriet $o izvéles ratinu.

Restore Defaults

Atjauno visus cilnes [Settings] iestatljumus uz
nokluséjuma iestatijumiem.

Cilnes [Message] iestatijumi

Iestata attélosanas iestatljumus atbilstosi zinojumu
dialoglodziniem.

Zinojumu dialoglodzins paradas tad, ja, pieméram,
rodas UP-991AD/UP-971AD klada.

Pastav divu lielumu zinojumu dialoglodzini: standarta
un mazi. Standarta zinojumu dialoglodzina ir redzams

printera kludas statuss un noradijumi kladas novérsanai.

Mazaja zinojumu dialoglodzina tiek paraditi (viena
teikuma) vienkarsi klidas novérsanas noradijumi.
Papildinformaciju par katru zinojumu skatiet sadala
“Zinojumu saraksts” (9. Ipp.).

=) Sony UP-991AD/S71AD Printing Preferences [==]

} MMain !_Density Adjust : Sethngs_l Message

[ Display the Message
Position

[ Adjust the display position

Size

i:_‘ Use the simple dialog box

| Restore Qefaulil

B T e
Display the Message

Iestatiet ON/OFF, lai tiktu atvérts zinojumu
dialoglodzins.

Ja $is izvéles rutinas iestatijums ir OFF, cilné [Message]
nevares iestatit citus iestatijumus.

Adjust the Display Position

Atziméjiet $o izvéles rutinu, lai pielagotu zinojumu
dialoglodzinu atvérsanas vietu. Zinojumu dialoglodzins
paradas vieta, ko nosaka iestatijuma [Horizontal] un
[Vertical] noteiktas vértibas.

Nokluséjuma iestatijums: opcijas [Adjust the Display
Position] izvéles rutina nav atziméta. (Standarta
zinojumu dialoglodzins$ paradas displeja centra, bet
mazais zinojumu dialoglodzin$ — displeja aug$puse,
kreisaja puse.)

Horizontal, Vertical

Sie iestatijumi tiek iespéjoti, atziméjot izvéles rittinu
[Adjust the Display Position]. Ievadiet attéloSanas vietas
(zinojumu dialoglodzina augséjais kreisais staris)
koordinatas.

Zinojumu dialoglodzins atveras vieta, kas noteikta péc
Seit izvelétajam vertibam.

Test

Parbaudiet vietu, kura displeja vai ekrana atveras
zinojumu dialoglodzins. Parbaudes dialoglodzins tiks
atvérts vieta, ko noteicis iestatijums [Horizontal] un
[Vertical].

Use the Simple Dialog Box

Atziméjiet $o izvéles ratinu, lai paraditu mazakus
zinojumu dialoglodzinus.

Restore Defaults

Atjauno visus cilnes [Message] iestatijumus uz
nokluséjuma iestatijumiem.

Printera konfigurésana
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Zinojumu saraksts

Talak noraditi zinojumi, kas var paradities. Novérsiet
klames, izmantojot $os zinojumus. Papildinformaciju
par klimju novérsanu skatiet UP-991AD/UP-971AD
lieto$anas instrukcijas, kas pievienotas $ai

rokasgramatai.
Standarta zinojumu Mazais zinojumu
dialoglodzins dialoglodzins
No thermal paper. Please set | Set thermal paper.

the thermal paper. To continue
printing, click “Retry”
Windows will automatically
retry after 5 seconds.

Now, Feeding. Please wait. To | Please wait.
continue printing, click
“Retry” Windows will
automatically retry after 5

seconds.

Door is open.Please close the | Close door.
door. To continue printing,
click “Retry” Windows will
automatically retry after 5

seconds.

Now printing the video image. | Please wait.
Please wait. To continue
printing, click “Retry”
Windows will automatically
retry after 5 seconds.

Now regulating the head Please wait.
temperature of the printer.
Please wait. To continue
printing, click “Retry”
Windows will automatically
retry after 5 seconds.

Paper jam. Please remove the
jammed paper. To continue
printing, click “Retry”
Windows will automatically
retry after 5 seconds.

Remove jammed paper.

Standarta zinojumu Mazais zinojumu
dialoglodzins dialoglodzins
Printer is not ready. Make sure | Check printer.

the printer is plugged in to a
power source and the printer
cable is correctly connected. To
continue printing, click
“Retry” Windows will
automatically retry after 5
seconds.

Paper jam. Printing is aborted.
Please remove the jammed
paper and print again.

Remove jammed paper.

Incorrect paper type. Please set | Incorrect paper type.
the correct paper type. To
continue printing, click
“Retry” Windows will
automatically retry after 5
seconds.

Mechanical error. Printing has
been aborted. Please turn off
the printer, then turn it back

Restart printer.

on and print again.

Zinojumu saraksts
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Veicamie drosibas
pasakumi

S

eit aprakstiti veicamie dro$ibas pasakumi.

Izlasiet ari failu “Readme’, kura aprakstiti citi drosibas

p

asakumi.

Drukasanu nevarés garantét, ja printeris tiks
pievienots, izmantojot USB centrmezglu.

Atkariba no vienlaikus izmantotam USB iericém,
iespéjams, printeris nedarbosies pareizi.
Neizslédziet printeri vai neatvienojiet ta baro$anas
kabeli 2 vai 3 sekunzu laika péc drukasanas
pabeig$anas. Nakamais drukas darbs, iespéjams,
netiks veikts pareizi.

Ja printera rekvizitos tiek atziméta opcija [test],
izdruka, iespéjams, bus redzamas rakstzimes, kas
parklajas. Ta ir parasta paradiba, kas neliecina par
klami.

Palaistu drukas darbu nevar apturét.

Izmantojot lietojumprogrammas, ir iespéjams iestatit
lielaku kopiju skaitu, neka to pielauj printera
iestatijumi. Tomér neiestatiet kopiju skaitu, kas
parsniedz 10.

Printera darbiba netiks garantéta, ja dators, kuram
pievienots ieslégts printeris, atrodas miega vai
gaidstaves rezima.

Pielagojot zinojumu paradisanas vietu, datora ekrana
iestatijumos atlasiet klasisko Windows iestatijumu.
Citadi zinojumu paradi$anas vieta var mainities.

Veicamie drosibas pasakumi
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