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Obrazovky pouzité v tomto sprievodcovi na opis

nastavenia predpokladaju, ze tla¢iaren UP-991AD/
UP-971AD sa pouziva v prostredi systému Windows
7 Dalsie podrobnosti o nastaveni najdete v navode

na obsluhu tlac¢iarne v kombinadcii s touto priruckou.

Konfiguracia tlaciarne

Skor nez zacnete s tlacou z aplikacii, m6Zete otvorit
obrazovku nastaveni tla¢iarne UP-991AD/
UP-971AD a nakonfigurovat rozne nastavenia.

V systémoch Windows 8, Windows 7, Windows Vista

alebo Windows XP nastavte tladiaren v

nasledujicom prostredi.

» Rozlisenie displeja viac ako SVGA (800 x 600)

* Velkost znakov obrazovky je predvolena.
Windows XP: §tandardna velkost (96 DPI)
Windows Vista: predvolena velkost (96 DPI) -
zobrazi sa viac informacii
Windows 8, Windows 7: mensie — 100 %
(predvolené nastavenie)

Obrazovku nastaveni moZete otvorit pomocou

jedného z nasledovnych spdsobov.

» V ponuke [Start] vyberte polozku [Devices and
Printers] ([Control Panel], potom polozku
[Printer] v systéme Windows 8; [Control Panel],
potom poloZzku [Printer] v systéme Windows
Vista; [Printers and Faxes] v systéme Windows
XP). Zvolte ikonu tlaciarne Sony UP-991AD/
971AD, potom pravym tlacidlom mysi vyberte
polozku [Printing preferences] (rovnako v
systéme Windows 8 [Select printing preferences] z
panelu prikazov v systéme Windows Vista;
[Printing preferences] z ponuky [File] v systéme
Windows XP). Nastavenia vykonané v tejto Casti
sa zvyCajne pouziju ako predvolené nastavenia
pre tlac¢iaren UP-991AD/UP-971AD. Predvolené
nastavenia niektorych softvérovych aplikacii sa
vS§ak mozZu uprednostnit.

» Na obrazovke nastavenia tlace vasej aplikacie
kliknite na prikaz, ktory sa pouZziva na nastavenie
tlac¢iarne. Nastavenia vykonané tymto spé6sobom
zostavaju v platnosti az do zatvorenia aplikéacie.

Tento sprievodca opisuje karty, ktoré sa zobrazuju
na obrazovke nastaveni tlaciarne UP-991AD/
UP-971AD.

Karta [Main]

Pouziva sa na konfiguraciu zdkladnych nastaveni
tykajucich sa tlace, ako je velkosf papiera, pocet
tlacovych képii a podobne.

Karta [Density Adjust]
Uprava hustoty tlacenych snimok.

Karta [Settings]

Vyber pouZitia nastavenia tlaciarne alebo
nastavenia ovladaca tlaciarne.

Konfiguracia tlaciarne
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Karta [Message]
Pouziva sa na konfiguraciu nastaveni zobrazenia pre
dialégové okna s hlaseniami.

Karta nastaveni [Main]

Tato karta sa pouziva na konfiguraciu zakladnych
nastaveni tlace.

=) Sany UP-331AD/S71AD Printing Preferences ==

Main |Dansity Adjust ISEth'r]gs I MEssagEl

PaperSize | 341442880 -
Coples Use the Printer's setting
Scaling W0 =%

Enlarge to Paper Lse the Printer's setting

Interpolation Method | Bilinear ;

Qrientation

Spiit screen |no division - ‘ @ Portrait
e Landscape
Tint ?
LoadSettings.., | | SaveSettnos.. | | Mbout.. | [RestoreDefauits
Com ]

Paper Size
Vyber velkosti papiera.

Velkost (body) Velkost (dizka)

1920 x 2560 150 x 200 mm
2560 x 2560 200 x 200 mm
3414 x 2560 267 x 200 mm
7680 x 2560 600 x 200 mm

3414 x 2560 (pevna) 267 x 200 mm

Ak vyberiete velkost 3414 x 2560 (pevna), velkost
papiera bude fixna (velkost oblasti tlace sa zafixuje
na 267 x 200 mm). Ak je tlacend snimka mensia ako
oblast tlace, na vrchnt, spodnd, favu a pravi stranu
snimky sa prida okraj.

Ak vyberiete int velkost ako 3414 x 2560 (pevnd),
dizka papiera sa bude Ifit v zavislosti od velkosti
tlacenej snimky. Ak je tlacena snimka mensia ako
oblast tlace, okraje sa pridaju len na lavu a prava
stranu snimky. Papier sa odreZe podla dizky
vrchného a spodného okraja.

Poznamka

V zavislosti od aplikacie sa papier nemusi odrezat.

Priklady vysledkov tlace

: | Oblast tlage

Oblast snimky

Oblast okrajov

B 200 mm +
______________________________ \
267 mm| | i
3414 x 2560 (pevna)
< 200 mm >
Okrem velkosti 3414 x 2560 (pevnd)
Copies

Vyber poctu kopii, ktoré sa maju vytlacit (1 az 10).

Poznamka

Ked je na karte [Settings] zaCiarknuté policko
[Copies], pouZzije sa nastavenie tlac¢iarne. Ak chcete
pouzit nastavenie ovladaca tlaciarne, zruste
zaciarknutie policka [Copies] na karte [Settings] a
tam nakonfigurujte nastavenia.

Scaling

Vyber pomeru zvicSenia alebo zmensenia (25 % az
400 %).

Konfiguracia tlaciarne 4



Enlarge to Paper

Toto policko zaciarknite, ak sa ma vytlacok
automaticky zvacsit tak, aby zodpovedal velkosti
papiera. Pomocou nastavenia [Interpolation
Method] mozZete urcit spdsob interpolacie, ktory sa
pouzije na zviacSenie vytlacku tak, aby zodpovedal
velkosti papiera.

Poznamka

Ked je na karte [Settings] zaciarknuté policko
[Enlarge to Paper], pouZije sa nastavenie tlaciarne.
Ak chcete pouZit nastavenie ovladaca tlaciarne,
zruste zacCiarknutie policka [Enlarge to Paper] na
karte [Settings] a tam nakonfigurujte nastavenia.

Interpolation Method

Urcenie spdsobu interpolacie, ktory sa pouZije na
zmenu velkosti snimok.

Spdsob interpolacie uréeny pomocou tohto
nastavenia sa pouZzije pri zmene velkosti snimok pre
tla¢ rozdelenej obrazovky alebo zviacseni snimok
tak, aby zodpovedali velkosti papiera.

Dostupné st nastavenia [Bilinear] a [Nearest
Neighbor].

Split screen

Pomocou tejto polozky urcte pocet snimok, ktoré sa
maju vytlacit na jeden harok papiera.

Dostupné nastavenia si [no division], [2 division], [2
division with frame], [4 division] a [4 division with
frame].

Nastavenia rozdelenej obrazovky a rozloZenie
aktualnej tlacenej snimky mozno overit na displeji.
Pre kazdu snimku rozdelenej obrazovky sa oblasti
jednotlivych snimok, ktoré uz boli umiestnené,
zobrazia v svetlo-zelenej farbe a znacka V¥ oznaci
poziciu nasledujiicej snimky. Sipka oznacuje aj
poradie, v ktorom sa rozdelené snimky umiestnia.
Pocas tlace rozdelenej obrazovky sa snimky vytlacia
podla zvoleného nastavenia polozky [Interpolation
Method].

Screen order

Pomocou tejto polozky moZete urcit poradie, v
ktorom sa snimky umiestnia pocas tlace obrazovky
rozdelenej na 4 Casti.

Ked je poloZzka [Split screen] nastavena na moznost
[4 division] alebo [4 division with frame], pre toto
nastavenie mdZete vybrat moznost [crosswise] alebo
[lengthwise].

V nasledujucich prikladoch je znazornené, ako sa
zobrazi snimka napravo od nastaveni, ked sa zmenia
nastavenia [Orientation] a [Split screen] na karte

[Main] a pocet snimok umiestnenych na snimke
rozdelenej obrazovky.

V zavislosti od pouzitej aplikacie sa mozu vysledky
tlace liSit, aj ked st nastavenia tla¢iarne UP-991AD/
UP-971AD rovnaké. Po vytlaceni snimky
skontrolujte vysledky.

Priklad 1: Orientation: Landscape, Split
screen: no division

Priklad 2: Orientation: Landscape, Split
screen: 2 division, positioned
images: 0

Priklad 3: Orientation: Landscape, Split
screen: 4 division, positioned
images: 1

Priklad 4: Orientation: Portrait, Split screen: 2
division, positioned images: 0

Priklad 5: Orientation: Portrait, Split screen: 4
division with frame, positioned
images: 0

Konfiguracia tlaciarne
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Priklad 6: Orientation: Portrait, Split screen: 4
division with frame, positioned
images: 2

Print Now

Ked zaciarknete toto policko pri pouziti funkcie
rozdelenej obrazovky na tlac viacerych snimok na
jeden harok, tlac sa spusti ihned po vydani prikazu
tlace.

Ak toto policko nie je zacCiarknuté, tlac sa nespusti,
kym nevydate prikaz tlace pre jednotlivé pozicie
rozdelenej obrazovky urCenej v nastaveni [Split
screen].

Ked je nastavenie [Split screen] nastavené na
moznost [no division], oznacenie policka sa zrusi a
jeho nastavenie nie je mozné zmenit.

Orientation

Pre nastavenie orientacie mdzete vybrat moznost
[Portrait] alebo [Landscape].

Load Settings

Tato polozka slizi na nacitanie konfiguracie
nastaveni zo suboru.

Save Settings

Tato polozka slizi na ulozZenie konfiguracie
vsetkych nastaveni tlace do stiboru.

About

Tato polozka slazi na zobrazenie informacii o verzii
tohto ovladaca tlaciarne.

Restore Defaults

Tato polozka slizi na obnovenie vsetkych nastaveni
na karte [Main] do predvoleného stavu.

Karta nastaveni [Density Adjust]

Tato karta slizi na pravu hustoty snimok.
Nastavenie sa prejavi na grafe hustoty a pruhu
gradacie v pravom hornom rohu obrazovky
nastaveni. U¢inok prednastavenej hodnoty pre
polozku [Gamma] a [Sharpness] sa vSak neprejavi.
Zvisla os grafu hustoty vyjadruje hustotu prave
tlacenej snimky, pricom jej horny okraj predstavuje
hustotu bielej farby a spodny okraj predstavuje
hustotu Ciernej farby.

Vodorovna os vyjadruje obrazové udaje, kde horny
okraj predstavuje tdaje pre bielu farbu a spodny
okraj predstavuje udaje pre ciernu farbu. Pruh
gradacie znazornuje skutocnd hodnotu namiesto
hodnoty zvislej osi grafu hustoty.

| "1" Sony UP-991AD/971AD Printing Preferences @
!Mam | Density Adjust !Sethngs LMESSEQEJ

Gamma: Use the Printer's setting

Tone: Use the Printer's setting

Dark: ] o

Light: I} 4]

Sharpness: LUse the Printer's setting

| Restore Deﬁaulil
oK | cancel |

Tato polozka slizi na vyber intenzity polténovej
gradacie.

Ak snimka obsahuje mnozstvo Ciernych a bielych
Casti, upravou tohto nastavenia moZete dosiahnut
zretelnejsie detaily tychto Casti.

Polozka Vysvetlenie

TONEI1 Standardné nastavenie

TONE2 Ak tlacite snimku, ktora obsahuje
mnozstvo bielych casti (svetly
odtien)

TONE3 Ak tlacite snimku, ktora obsahuje
mnozstvo Ciernych Casti (tmavy
odtien)

Poznamka

Ked je na karte [Settings] zaciarknuté policko
[Gamma], pouZije sa nastavenie tlaciarne.

Konfiguracia tlaciarne



Ak chcete pouZit nastavenie ovladaca tlaciarne,
zruste zaciarknutie policka [Gamma] na karte
[Settings] a tam nakonfigurujte nastavenia.

Tone

Postivanim posuvaca mozete vybrat droven
gradacie. Cim vyssiu hodnotu zvolite, tym bude
gradécia tmavsia. Gradaciu mozno nastavit na jednu
70 65 hodnét. Standardna hodnota je 0. Rozsah
nastavenia je -32 az +32.

Poznamka

Ked je na karte [Settings] zaCiarknuté policko
[Tone], pouzije sa nastavenie tlaciarne.

Ak chcete pouzit nastavenie ovladaca tlaciarne,
zruste zaCiarknutie policka [Tone] na karte
[Settings] a tam nakonfigurujte nastavenia.

Dark

Postivanim postivaca mdzete upravit tmavé Casti
snimky. Cim vyssia je zvolena hodnota, tym si
tmavé Casti snimky tmavsie. Gradaciu mozno
nastavif na jednu zo 129 hodnét. Standardna
hodnota je 0. Rozsah nastavenia je -64 az +64.

Light

Postivanim postivaca mozete upravit svetlé Casti
snimky. Cfm vysSia je zvolena hodnota, tym st svetlé
Casti snimky svetlejSie. Gradaciu mozno nastavit na
jednu zo 129 hodnét. Standardna hodnota je 0.
Rozsah nastavenia je -64 az +64.

Sharpness

Postivanim posuvaca mozZete upravit obrysy snimky.
Cim vysSia je zvolena hodnota, tym s okraje
snimky ostrejsie. Gradaciu mozno nastavit na jednu
z 15 hodnoét. Standardna hodnota je 0. Rozsah
nastavenia je 0 aZ 14.

Poznamka

Ked je na karte [Settings] zacCiarknuté policko
[Sharpness], pouZije sa nastavenie tlaciarne.

Ak chcete pouZit nastavenie ovladaca tlaciarne,
zruste zaciarknutie policka [Sharpness] na karte
[Settings] a tam nakonfigurujte nastavenia.

Restore Defaults

Po stlaceni tlacidla karty [Density Adjust] sa vSetky
nastavenia obnovia na predvolené hodnoty.

Karta nastaveni [Settings]

Tato karta slizi na vyber pouZzitia nastavenia
tlaciarne alebo nastavenia ovladaca tlaCiarne pre
jednotlivé polozky.

=t Sony UP-831AD/971AD Printing Preferences @

!Mam !_Danswty Ad]ust! Settings !_Message_l

Enabling the Printer's settings

[ i | Copies

[#] Erlarge to Paper

|

=

| Gamma
:‘ | Tone

[¥] sharpness

| Restore Defaulil

[ ok | [ cansl |

Copies

Toto policko zaciarknite, ak chcete pouzit
nastavenia tlaciarne. Ak policko zaciarknete, zrusi
sa aj nastavenie [Copies] na karte [Main].

Zruste zaCiarknutie tohto policka, ak chcete pouzit
nastavenie [Copies] na karte [Main].

Enlarge to Paper

Toto policko zaciarknite, ak chcete pouzit
nastavenia tlaciarne. Ak policko zaciarknete, zrusi
sa aj nastavenie [Enlarge to Paper] na karte [Main].
Zruste zaCiarknutie tohto policka, ak chcete pouzit
nastavenie [Enlarge to Paper| na karte [Main].

Gamma

Toto policko zaciarknite, ak chcete pouzit
nastavenia tlaciarne. Ak policko zaciarknete, zrusi
sa aj nastavenie [GAMMA] na karte [Density
Adjust].

Zruste zaciarknutie tohto policka, ak chcete pouzit
nastavenie [GAMMA] na karte [Density Adjust].

Tone

Toto policko zaciarknite, ak chcete pouzit
nastavenia tlaciarne. Ak policko zaciarknete, zrusi
sa aj nastavenie [Tone] na karte [Density Adjust].
Zruste zaciarknutie tohto policka, ak chcete pouzit
nastavenie [Tone] na karte [Density Adjust].

Konfiguracia tlaciarne



Sharpness

Toto policko zaciarknite, ak chcete pouzit
nastavenia tlaciarne. Ak policko zaciarknete, zrusi
sa aj nastavenie [Sharpness] na karte [Density
Adjust].

Zruste zaCiarknutie tohto policka, ak chcete pouzit
nastavenie [Sharpness] na karte [Density Adjust].

Restore Defaults

Tato polozka slizi na obnovenie vsetkych nastaveni
na karte [Settings] do predvoleného stavu.

Karta nastaveni [Message]

Pouziva sa na konfiguraciu nastaveni zobrazenia pre
dial6gové okna s hlaseniami.

Dial6gové okna s hlaseniami sa zobrazia, ak sa
napriklad vyskytne chyba tlac¢iarne UP-991AD/
UP-971AD.

Dialégové okna s hlaseniami sa zobrazuju v dvoch
velkostiach: tandardnej a malej. Standardné
dial6gové okno s hlasenim zobrazuje chybovy stav
tlaciarne a pokyny na odstranenie danej chyby. Malé
dial6gové okno s hlasenim zobrazuje jednoduché
pokyny (v jednej vete) na odstranenie danej chyby.
Podrobné informaécie o jednotlivych hlaseniach
najdete v Casti ,,Zoznam hlaseni® (strana 9).

=) Sony UP-991AD/S71AD Printing Preferences [==]

} MMain !_Density Adjust : Sethngs_l Message

[ Display the Message
Position

[ Adjust the display position

Size

i:_‘ Use the simple dialog box

| Restore Qefaulil

ok || cancel |

Display the Message

Nastavenim polozky na moZznost ON/OFF zapnete
alebo vypnete zobrazovanie dialégovych okien s
hlaseniami.

Ak je toto zaciarkavacie policko nastavené na
moznost OFE nie je mozné nastavit ani dalSie
nastavenia na karte [Message].

Adjust the Display Position

Toto zaciarkavacie policko oznacte, ak chcete
nastavit polohu zobrazovania dialégovych okien s
hlaseniami. Dial6gové okno s hlasenim sa zobrazi v
polohe definovanej hodnotami uréenymi v
nastaveniach [Horizontal] a [Vertical].
Predvolené nastavenie: pri polozke [Adjust the
Display Position] nie je znacka zaciarknutia.
(Standardné dialégové okno s hlasenim sa
zobrazuje v strede displeja, malé dialogové okno s
hlasenim sa zobrazuje v lavom hornom rohu
displeja.)

Horizontal, Vertical

Tieto nastavenia sa aktivuju po oznaceni
zaciarkavacieho policka [Adjust the Display
Position]. Zadajte suradnice polohy zobrazovania
(poloha lavého horného rohu dial6gového okna s
hlaseniami).

Dial6gové okno s hlasenim sa zobrazi v polohe
definovanej hodnotami urcenymi tymto
nastavenim.

Test

Skontrolujte polohu zobrazenia dialégového okna s
hlasenim na displeji alebo obrazovke. V polohe
urcenej nastavenim [Horizontal] a [Vertical] sa
zobrazi skusobné dialégové okno s hlasenim.

Use the Simple Dialog Box

Toto policko zaciarknite, ak sa maji zobrazovat
mensSie dialégové okna s hlaseniami.

Restore Defaults

Tato polozka slizi na obnovenie vSetkych nastaveni
na karte [Message] do predvoleného stavu.

Konfiguracia tlaciarne
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Zoznam hlaseni

Nizsie st uvedené zobrazované hlasenia. Akékolvek
roblémy odstranujte podla nasledujicich hlaseni.
Dalsie podrobnosti o odstraniovani problémov
najdete v navode na obsluhu tlac¢iarne UP-991AD/
UP-971AD v kombindcii s touto priruckou.

Standardné dialégové
okno s hlasenim

Malé dialégové okno s
hlasenim

No thermal paper. Please set | Set thermal paper.
the thermal paper. To
continue printing, click
“Retry” Windows will
automatically retry after 5
seconds.

Now, Feeding. Please wait. | Please wait.
To continue printing, click
“Retry”” Windows will

automatically retry after 5

seconds.

Door is open.Please close Close door.
the door. To continue
printing, click “Retry”’
Windows will automatically
retry after 5 seconds.

Now printing the video Please wait.
image. Please wait. To
continue printing, click
“Retry”” Windows will
automatically retry after 5

seconds.

Now regulating the head Please wait.
temperature of the printer.
Please wait. To continue
printing, click “Retry”’
Windows will automatically
retry after 5 seconds.

Paper jam. Please remove
the jammed paper. To
continue printing, click
“Retry” Windows will
automatically retry after 5
seconds.

Remove jammed paper.

Paper jam. Printing is
aborted. Please remove the
jammed paper and print
again.

Remove jammed paper.

Incorrect paper type. Please
set the correct paper type.
To continue printing, click
“Retry”” Windows will
automatically retry after 5
seconds.

Incorrect paper type.

Mechanical error. Printing
has been aborted. Please
turn off the printer, then
turn it back on and print
again.

Restart printer.

Standardné dialogové
okno s hlasenim

Malé dialégové okno s
hlasenim

Printer is not ready. Make
sure the printer is plugged in
to a power source and the
printer cable is correctly
connected. To continue
printing, click “Retry”
Windows will automatically
retry after 5 seconds.

Check printer.

Zoznam hlaseni

9



Upozornenia tykajuce
sa pouzivania

V tejto Casti st uvedené upozornenia tykajice sa
pouZivania.

Precitajte si aj stibor ,,Readme®, v ktorom su
uvedené dalSie upozornenia.

Tlac nie je zaruéena, ak je tlaCiaren pripojena
prostrednictvom rozbocovaca USB.

V zavislosti od spolo¢ne pouzitych zariadeni USB
nemusi tlaciaren fungovat spravne.

Nevypinajte tlaciaren a neodpajajte napajaci
kabel skor ako 2 az 3 sekundy po skonceni tlace.
Nasledujica tlacova tiloha sa nemusi vykonat
spravne.

Po vykonani prikazu [test] vo vlastnostiach
tlac¢iarne sa mozZu vytlacif prelinajiice sa znaky.
Tento jav je normalny a nepovazuje sa za chybu.
Prebiehajiicu tlacovu tlohu nie je mozné zastavit.
Pocet kopii ste pomocou aplikacii nastavili na
hodnotu vyssiu ako je kapacita tlaciarne. Pocet
képii nenastavujte na hodnotu vyssiu ako 10.
Fungovanie tladiarne nie je mozné zarucit, ak sa
pocitac¢ prepne do rezimu spanku alebo do
pohotovostného reZzimu, kym je tlaCiaren
pripojena a zapnuta.

Ked nastavujete polohu hlaseni, v nastaveniach
obrazovky pocitaca vyberte nastavenie klasického
zobrazenia systému Windows. V opacnom
pripade sa moZe poloha hlasenia zmenit.

Upozornenia tykajuce sa pouzivania
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